Vizsgalat

EX-L200 MINIATUR OPTIKAI

ERZEKELOK
EX-L200 sorozat

EX-L221-P-J

Diffaz |ézerérzékeld, PNP, M8-4pin kabelcsavarral

 Vilagszerte értékesitett érzékeld

o Avilag legkisebb érzékelbje beépitett erésitével

« 40x dijnyertes modell

TERMEKLEIRAS
MUSZAKI ADATOK

Erzékelési tavolsag

Erzékenység beallitasa

Foltméret

IP-osztaly

Kilépés

Tapfesziiltség

Type of light

Valaszidé

EX-L210 EX-L220

Mounting plate Mounting plate
MS-EXL2-2 MS-EXL2-3

,__(Accessory for sensor)

M3 screw /
Screws are not attached )
Purchase separately.

45-300 mm
Igen

1mm

P67

NC, NO, PNP
12-24V DC
Lézer

0,5ms

Sensilvity adjuster
0110 (Note 2)

EX-L211(-P) EX-L212(-P)

Stability indicator (Green)

Motes: 1) It is the laser radiation indicator (green) on the emitter.
2) It is incorporated in EX-L211(-P) only.

EX-L211(-P)~) EX-L212(-P)~J
Stabiity indicator (Green
82 { ‘E;» Sensitivity agjustar
640 (Note 2)
e 5 930365
4 1—“7—— A 2-83.2 a0 126 mounting holes

83760146 abile cahle_:.-éun ]} l EF = ME connector

Motes: 1) It is the laser radiation indicator (green) on the emitter.
2} It is incorporated in EX-L211(-P}-J only.



EX-L291(-P) EX-L221(-P)

Stability indicator
(Green)
e B

?am indscator
[Orange)
250.088

{
820323+ [p—
/

640252+

I 218
27.4 0,250
1.079

=
PEET

Receiving
o
Enmittin:

part 5

=

Color code of wire / Terminal No. of pigtailed type Color code of wire / Terminal No. of pigtailed type
o I
(Brown /1) +V " (Brown / 1) +V.
(Pink  4) Output

5 —H Lji [ J- ‘g’  operation switching
g (Black / 2) Output (Note 1) ~liwauvoc ||5 Tnputipote 1:2, ) +L121024VDC
2 E“_“] (Pink / 4) Output e " 0% = (Black / 2) Output (Note 1) _ 0%
2 9 switching Load ki T

input (Note 1, 2, 3) ] T (Blue /3)0V s

(Blue /3)0V

s— User's circuit Intemal circuit =—&—=User's circuit

Internal circuit -—

EX-L211(-P) EX-L212(-F)

Mounting plate Mounting plate
MS.EXL2-2 MS-EXL2.3 Stabilty Indicsbor {Grsan) =
| Accessory for sensor) Sensdlivity adjuster
13 mm 280110 (Note 2)
0512 280,110
Y 930366
t 0.8 mm
10.031in
93,7 0,146 cable,
2mESE2 f
Motes: 1) It is the laser radiation indicator (green) on the emitter.
2) It is incorporated in EX-L211(-P) only.

'Screws are not attached.
Purchase separately.

)

nsor

EX-L211(-P)-J EX-L212(-P)-J

E__ Sensitivity adjuster
280110 [Note2)
80110
93 0.368
26 mounting holes

2-03.2 001

Motes: 1) It is the 1aser radiation indicator (green) on the emitter.

2) It is incorporated in EX-L211(-P}-J only

Color code of wire / Terminal No. of pigtailed type

EX-L291(-P) EX-L221(-P) Color cods of wire / Temninal No. of pgtalled type
o I
1) +V
Stabiity indicator _EL (Brown /1) +V e (Brovm /1) +
Gy = L ';‘ 50 mA max = oo
r = A T b =T -§ s operation swilching
820325— [p o g (Black / 2) Output (Note 1) ~li2w24avoc |5 input (Note 1, 2, 3) +L121024VDC
40057 1 N 05 c | (Pink / 4) Output —W+10% = (Black / 2) Output (Note 1) _m210%
840252 | = S B:]”_ o switching = ‘ 50 mA max
| : input (Note 1, 2, 3) ' T (Blue/3)0V 5
L T (Blue 130V
I’} o f? 1330.524 I g Intemal circuit —&— User's circuit Intemal circuit =—o6—=User’s circuit
Receiving . 27.4 0.850
part. E 1.079 _L
Emitting 295200
part \, mounting
| |54
- 0252
4.3
83
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