o ‘ Vizsgalat

KABELEK CSATLAKOZOKKAL

ORL0301960
Kabel 1m 4 Pin

e 4 t(is és 7 tlis M16 csatlakozok

« Az Orlaco fejlesztette ki a legjobb EMC védelem
érdekében

e -40 és +85 °C kozott

TERMEKLEIRAS

MUSZAKI ADATOK
Anyag PVC
IP-osztaly IP67
Kabelatméré 6 mm
Kabelhossz 1000 mm
Max. lizemi hémérséklet 85°C
Min. lizemi hémérséklet -40 °C
Type Analég

Electrical cannection

3 . 1 = Coax core = Vlideo signal
— 2 = Coax shielding = Video GND
f\o cs'\\ 3=Red = 12V/DC
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A Shielding =GND
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Electrical connection

4 3 molded connectors
1 = Coax Core
5 2 2=Coax Shield
3 = Red (Power input)
6 4 = Black (0V)

Front side molded 5 _ grange (Rx)
7P Female connector g _ yejiow (Tx)

7 = Grey (Aux)

Front side molded
7P Male connector

Electrical connection

1 = Coax core = Video signal
2 = Coax shielding = Video GND
3 =Red =12V/DC

4 = Black =0V
Shielding =GND

Front side
female connector
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Front side
male connector

Cati Conmector
Female 4 pins.

Domenzioss
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Front side molded

Electrical connection

molded connectors

1 = Coax Core

2 = Coax Shield

3 = Red (Power input)
4 = Black (0V)

5 = Orange (Rx)

7P Female connector g _ veliow (Tx)
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Front side molded
7P Male connector

7 = Grey (Aux)
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